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DampKote

When laying concrete over soil it is strongly suggested to use
a thick plastic sheet to prevent rising damp and staining!

MUD-WATER

SOIL/DIRT

Concrete floor over damp soil will stain



Finding a solution to this insidious and destructive home invader 
has for far too long evaded our best efforts.
Now at last, using an unconventional yet highly effective 
combination of earth friendly components we bring to 
market the final solution for damp in buildings 
everywhere!

1. Coat exterior of entire building with WaterKote
OR

2. Identify damp inside the building and follow 

the steps in our DampKote instruction manual

How to FIX the damp:



How does DampKote work?How does DampKote work?

DampKote is as thin as water and creeps into the spongelike 
capillaries of brick and cement.

As this magical liquid travels into these ‘tiny tunnels’ it starts
to cling to the sides and ‘melt’ into the matrix of 

cement/clay/sand forming ‘plugs that solidify inside this structure 
thus forming a permanent barrier that halts the progress of 

water ingress!



Kote Products formulate for the highest efficacy possible without regard to cost.
We refuse to make use of cheap alternatives so as to compete with the ‘rat race’.
Our products are produced for a discerning clientele.

DampKote knows the cure!

Treat damp as the enemy to the good health of you and your family
as well as your home.
By sealing your home on the outside using the invisible waterproofer called
WaterKote you will effectively stop damp penetrating through walls, 

window frames, tiles, gutters, roofs, etc.

Water can creep into your home from underground. This is known as the
infamous ‘rising damp’ which gives rise to rotting carpets, bad mildew, flaking
paint and wood rot!

BUT...



What is Rising Damp?
Water can creep into your home from underground. This is known as the
infamous ‘rising damp’ which gives rise to rotting carpets, bad mildew, flaking
paint, stains on walls and floors and wood rot!

Water is one
of the 
creepiest 
elements on
earth!

WATER

SOIL/DIRT



Side View of a Standard House Wall

WATER

SOIL/DIRT UNDER THE FOUNDATIONS

THE FOUNDATION

Let’s dissect what your wall should look like and why you are experiencing damp problems
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WATERPROOF MEMBRANE

Often the reason for the rising damp 

infiltrating your home is because the 

waterproofing was either not done 

properly or was forgotten entirely.

What usually should happen is the 

walls that make up the ‘four corners’ 

of your home should be double walled 

with an air gap in between, as seen 

in the diagram.

WE TALK MORE

ABOUT THIS

ON THE 

NEXT PAGE



Side View of a Standard House Wall
Other ways or reasons you could be experiencing damp problems
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Water rises from the

earth below and comes

through on top from 

the rain.

If the gap/barrier 

between the exterior 

and interior wall 

are ‘bridged’ 

then the water has 

a ‘wick’ it can 

follow to find its 

way into your home.
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How
do you apply

DampKote?

Since it needs to PENETRATE the pores of the substrate it is logical that
any barriers which would prevent absorption should be REMOVED!!!

This could mean the removal of the paint or tiles or cladding and may 
even require knocking off of the cement plaster.

Let’s start with the most drastic, which is noisy, messy and time 
consuming.

1. Mark off the affected area of the wall and after protecting furniture,
    curtains, carpets, etc. proceed to knock off the plaster.

2. Vacuum the now bare wall and apply three coats of DampKote, 

    2 hours apart while using a fan heater directed at the wall so as to 
    accelerate drying time and repel moisture.
 
3. Leave to dry for 1 full day or 24 hours.

4. Now apply a thin layer of MortaKote slurry and leave for 24 hours.

5. Now replaster using MortaKote’s thick plaster mix. 

    (See the MortaKote Brochure)

6. Leave to cure for 3 DAYS then apply 3 COATS of ColorKote to 

    finalise the process!



WHY THIS LONG-WINDED METHOD?

Because it is effective.
And because the original builder failed to protect your home in the first place!

All the products recommended in this brochure work together and are homogenous 
in nature

ARE THERE SHORTCUTS?
For reasons of their own, some home owners choose to do short terms solutions.

It’s known as a ‘scrape-n-paint’!

In this case, scrape vigorously, vacuum, apply 3 coats of DampKote and 3 coats of

ColorKote!

This is known as PLAN B, a quick fix.



Applying DampKote seems to be easy, right? You simply paint it on or spray it with an airless spray gun with 
3 coats and that’s that. Sadly like all products there are a few things you have to know in order to do the job
successfully, and we are going to break those down here.

1. Application: As stated previously, yes you could do a ‘quick fix’ but the problem with that is that it will eventually
require you to spend the time (and money) to give it a proper fix. Because if left the damp will simply come right on
back and this time will peel your paint as well as create harmful mildew that can be devastating for you and your kids.

2.  The product itself: It is noteworthy that all of Kote Products have a product warranty but this applies to product 
faults only. This does not cover adhesion failure, so you cannot claim on the factory for negligence of surface 
preparation or application. What this means is that if the product cures correctly, there is no further warranty, 
that is what the product is formulated to do. Hence why it is vital to ensure you apply the product as instructed.

3. It’s hard work to fix: We know it is a pain to have to chip away the paint, plaster and possibly even the porous 
screed underneath just to get back to the base/first layer of your wall in order to fix the problem. But wouldn’t you 
rather do that than have to pay hectic medical bills because your lungs have become infected thanks to the mildew?!

4. Contractor is not a contractor: Today, it seems that anyone with a paint brush in his hands calls himself a 
contractor and has never had any training whatsoever. This can be frustrating and expensive and give real conractors a
bad name. Home owners are too quick to award the job to the cheapest quote, this is a daily mistake we encounter
and have to listen to the tales of woe. Please do not use ill-qualified or cheap “contractors”. Get referrals!

What could go wrong?
ITS IMPORTANT TO BE INFORMED

If you cannot afford to get it fixed, do it yourself!
(Or get a renovation loan from the bank)



Don’t Paint it, Kote it 

DampKote is a product manufactured by Kote Products (Pty) Ltd

Find more information about DampKote and other Kote Products on our website 
or feel free to get in touch via email or simply call

www.kote.co.za - 0312616866
Technical Advice: dave@kote.co.za

Admin: kels@kote.co.za


